
MATERIAL SAFETY DATA SHEET

SECTION I - MATERIAL INFORMATION AND USE

MATERIAL NAME: Ultra Urethane Clear Coat

SUPPLIER: Daich Coatings Corporation
145 Queen Street S., Box 186, Mississauga, ON  L5M2B8 CANADA
EMERGENCY PHONE NUMBER: Chemtrac: 1-800-424-9300

WHMIS CLASSIFICATION: D2B

SECTION II - HAZARDOUS INGREDIENTS OF MATERIAL

CHEMICAL & COMMON NAMES OF HAZARDOUS MATERIAL:

SECTION III – PHYSICAL DATA

PHYSICAL STATE: LIQUID
ODOUR: Urethane
APPEARANCE: THICK, WHITE MILKY APPEARANCE
BOILING POINT: >100 DEGREES CENTIGRADE
VAPOUR DENSITY/PRESSURE: NOT APPLICABLE
PH: 6
FREEZING POINT: 0 DEGREES CENTIGRADE

SECTION IV – FIRE AND EXPLOSION HAZARDS

FLAMMABLE: YES____ NO X _
OTHER PARAMETERS NOT APPLICABLE

SECTION V – REACTIVITY / FIRE AND EXPLOSION DATA

CHEMICAL STABILITY:STABLE

FLAMMABILITY: NON-FLAMMABLE EXTINGUISING MEDIA: WATER/FOAM/DRY CHEMICAL
SPECIAL FIRE FIGHTING MEASURES: N.A. EXPLOSION DATA: N.A.
HAZARDOUS COMBUSTION: N.A. FLASH POINT: N.A.

INCOMPATABILITY WITH OTHER SUBSTANCES: NONE REASONABLY FORSEEABLE
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Hazardous

Ingredient

Exposure

Levels 

CAS, NA 

or UN No.

LC50/LD50

DIETHYLENE GLYCOL MONOBUTYL ETHER 3 PPM 112-34-5 5660 mg/kg



SECTION VI – TOXICOLOGICAL PROPERTIES

CARCINOGENIC, REPRODUCTIVE, TERTOGENIC OR MUTAGENIC EFFECTS: NONE
SENSITIZATION: MAY CAUSE DIZZINESS AND VOMITTING
IRRITANCY OF MATERIAL: IRRITANT TO EYES
ROUTE OF ENTRY: INHALATION, EYES, INGESTION
SENSITIZATION: MAY CAUSE DIZZINESS AND VOMITTING
SYNERGISTIC MATERIALS............NONE
ACUTE EXPOSURE EFFECTS: IRRITATION TO EYES, LUNGS, NOSE AND THROAT
CHRONIC EXPOSURE EFFECTS: NOT AVAILABLE

SECTION VII – PERSONAL PROTECTIVE EQUIPMENT

EYE/FACE PROTECTION: NONE REQUIRED
SKIN: RUBBER GLOVES (PROTECTIVE CLOTHING AND FOOTWEAR NOT REQUIRED)
RESPIRATORY: NONE REQUIRED
VENTILATION: ADEQUATE AIR CIRCULATION

SECTION VIII - FIRST AID MEASURES

SKIN: WASH WITH SOAP AND WATER EYES: FLUSH EYES WITH WATER FOR 20 MINUTES
INHALATION: MOVE TO FRESH AIR INGESTION: DRINK 3 GLASSES OR WATER

SECTION IX - STORAGE AND HANDLING

SPECIAL HANDLING PROCEDURES: NONE REQUIRED
STORAGE: AVOID FREEZING
SMALL SPILLS: FLUSH WITH ADEQUATE WATER UNTIL 
LARGE SPILLS: REMOVE AND DISPOSE
WASTE DISPOSAL: PERFORM IN ACCORDANCE WITH ALL APPLICABLE GOVERNMENT REGULATIONS.

SECTION IX - ECOLOGICAL CONSIDERATIONS

ENVIRONMENTAL TOXICITY: NO APPLICABLE DATA.

SECTION X - TRANSPORT INFORMATION

SPECIAL SHIPPING INSTRUCTIONS: NONE

SECTION XI - PREPARATION OF MSDS

PREPARED BY DAICH COATINGS CORP., September 30, 2005

THE INFORMATION IN THIS MSDS WAS OBTAINED FROM SOURCES UNDERSTOOD TO BE RELIABLE. HOWEVER, THE INFORMATION
IS PROVIDED WITHOUT ANY REPRESENTATION OR WARRANTY, EXPRESSED OR IMPLIED, IN REGARD TO ACCURACY.

THE CONDITIONS OR METHODS OF HANDLING, STORAGE, USE, AND DISPOSAL OF THE PRODUCT ARE BEYOND OUR CONTROL AND
MAY BE BEYOND OUR KNOWLEDGE. FOR  THIS AND  OTHER REASONS, WE  DO NOT  ASSUME RESPONSIBILITY AND EXPRESSLY
DISCLAIM LIABILITY FOR LOSS, DAMAGE, OR EXPENSE CONNECTED WITH HANDLING OR USE OF THE PRODUCT.
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